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MDC-7000P SPECIFICATIONS EQUIPMENT LIST

Antenna-scanner unit Standard Equipment
M DC- 7900 P . MDC-7012P / MDC-7912P: 12 kW 4 feet / 6 feet / o feet open Z:::,‘,e, _ MDCJOTZRZQSQI;O‘B!ZP } MDO‘/BZ:;;;\QECJQZSP Antenna-Scanner unit  Scanner unit :mz Zm
Series MDC-7025P / MDC-7925P: 25KW 4 feet / 6 feet / 9 feet Open e oo T =
Antenna length 4 feet / 6 feet / 9 feet RWI01A-08 6 foet
. . . . . . . g::z:: i::j;ngeak) e 9410 MHz‘: 30 MHz 2 RW7018-09 9 feet
MDC-7900P series provides outstanding performance and clear image on a 19-inch high resolution Horizontal beam widih oot 1816 ot 12719 ol 0% Dilay it (WDC-7800F o) WRD-10eP
SXGA display with anti-reflection coating. MDC-7000P Black Box radars connect to a SXGA type Somcn boam it Aoteel 2210 eet 25 e U e —
display approved by the nofified body. e e — oL i Snction b = Vi comctng cale
Minimum detecting distance Within 35 m Connecting cable CW-845-15M 15 mwith connectors on both ends
m Range resolution ‘Within 40 m DC power cable CW-258-2M 2m
= " Warm-up time 2 min [ 3 min Display cable CW-592-3M
19-inch Display type Black Box type EETEI 008 u5, 0.5 us, 03 us, 04 s, 06 1, 08 us, 1205 E ok efrencer el e, realaion elai, s
nvironment Option
Operating temperature | -25°Cto +56°C [ i it, Log i, Power rectifier, AC power cable, Connecting cables. ]
MDC-7912P | MDC-7925P MDC-7012P MDC-7025P Wt Precin | P
ieplay unit Prosessor un

Model MDC-7012P / MDC-7912P ‘ MDC-7025P / MDC-7925P
m Display unit MRD-108P (MDC-7900P only) DIMENSIONS AND WEIGHT

Display size and type 19" color TFT LCD (MDC-7900P only)
Processor unit MRM-108P (MDC-7000P only)
+ Clear image with High-speed sampling in short range. Effective diameter 262 o (MDG-7900P only) Dispiy unit MRD-108P (VIDC-7900P Seres) Unit: mm (inch)
. . . Display resolution 1280 x 1024 pixels (SXGA) 450i8 (157787
+ Auto GAIN with simple operation. O centerng o 755 )
. icihili Echo area 1 types (Inside of effective diameter)
Ir:nproved VISIbIIITy by GUTO STC . Basic Range 0.125 to 64 NM [ 0.125 to 96 NM
« Simple and easy operation by remote frackball unit via USB. Range Scales 0125025 05 075 15 | 3 | 6| 12| 24 | 48] 64 | %
+ Built-in AIS interface for up to 900 targets Range inenal ™~~~ | o025 | 025 025,057 11214, 81161
- " (64 NM : 12 kW only, 96 NM : 25 kW only)
« Built-in TT (ARPA) fracks up to 100 targets. Prosentation modes | Heatup : ) :
Video levels 16
Range unit NM, km, sm, kf, ky
Functions CFAR (Clutter rejection), Interference rejection, Target expansion, Process, VRM, EBL,
13.0 kg (29 Ib)

Peralllindex, ERBL, Cursor posion, Bearing (el reatve), Tral (rue / reative)’, Own ship past rack',
MAP_(Event mark" etc.), Analog RGB output, Trial Manoeuver*

Data Display

Input data format IEC61162-1/ -2
and sentences ACK, ARC, BWC, DBT, DPT, DTM, GBS, GGA, GLC, GLL, GNS, HDT,
MTW, MWD, RMB, ROT, RTE, THS, VBW,VDM, VDR, VHW, VTG, WPL, XTE, ZDA Processor unit: MRM-108P Junction Box : JB-35
. Output data format IEC61162 1/ -2 (MDC-7000P Series)
Own Shlp data and sentences ALC, ALF, ALR, DTM, EVE, GLL, HBT, HDT, ROT, RSD, 0SD, THS, TLB, TLL.
TTD, TTM, VBW, VOR, VHW, VTG, ZDA 0.0

AIS interface 900 Targets (Standard) L 21952)
TT (ARPA)" Auto / Manual 100 Targets (Standard)
Power supply 21610 416 VDC
Power Consumption (at 24 VDC) 150 W or less [ 200 W or less

TT (ARPA), AIS information Operating I 5C 10+ 55°C Weight : 0.25kg(0.561b)
Water Protection \ Operation unit : IP23 (MDC-7000P), Front panel and operation unit : IP23 (MDC-7900P)| W"hgout’ ca‘b\ e 90
* Requires heading, speed, and / or position signal input from extemal equipment including B 20 X
GPS Compass depending on application of user. T2 1 (25732) " (@ 1764

G
Weight : 5.1kg(11.51b)

Operation unit: MRO-108P

Target information CONNECTIO o

g Doo o °<)D ooooa
=1 @ Jsls/ais el )
e aelle)
o
(1556/32)
Weight : 1.8kg(4lb)
Analog RGB output (For VDR)
: . Antenna-Scanner unit Radar signal input / output (For Interswitch)
Assistant display gnalinput Foute
. . . . Optional IEC61162-1/2 input / output Antenna-Scanner unit
(Navigation information) Cable  AIS signal nput RBBO0SP
..... Alarm out
Display unit U (P
USB Trackball
. " = - - I[EC61162-1/2 input / output
Alarm display (Owner supplied) MRD-108P i o 80w
' 2|
Junction | 1 oo ____ \ 3
E
Box IS Weight
B35 ' Gyro interface : yro compass ight:
[P 2
RB808P
Display for BB pe | | processor unit 4 feet: 24.5 kg (54.5 Ib)
(Owner supplied) MRM-108P 6 feet: 26.5 kg (58.5 Ib)

9 feet: 30.5 kg (67.5 Ib)

'
1 100/115VAC RB809P
Power rectifier : 200/230VAC

21.6t041.6VDC

Operation unit
MRO-108P

Weight:

Built-in AIS interface for displaying up to
900 targefs.

Built-in TT (ARPA) tracks up to 100 targets.
Selectable auto acquisition or manual acquisition. 6.5 kg (585 b)
6 feet: 28.5 kg (63 Ib)

9 feet: 32.5 kg (72 b)

For selecting cable, please contact your nearest distributor
Solid lines: Standard devices and connections
Dashed lines : Optional devices and connections




